MULTIPLE—-PLY
MEMBRANE STRIPPING

OPTIONAL: FLEXIBLE
MEMBRANE CLOSURE;
EXTEND INTO GUTTER

SHEET METAL EDGE FLASHING
(GRAVEL—STOP LIP OPTIONAL);

PRIME FLANGE BEFORE STRIPPING
SET IN ROOF CEMENT

FASTENERS AT
APPROX. 3"
[76.2mm] O.C.,

CONTINUOUS CLEAT
(FASTENED PER
TABLE 1)

GUTTER SPACER
ALTERNATELY SPACED
FROM BRACKETS

MULTIPLE—-PLY MODIFIED
BITUMEN ROOF MEMBRANE

OPTIONAL: =7 111]
TURN% \
— /
/
SHEET METAL GUTTER \\\\\ g Sggﬁ
%

—— WOOD
NAILERS

%

CONTINUOUS SHEET

UETAL CLosURE EXTEND ONE PLY OR

FASTENED APPROX. 18" A SEPARATE MEMBRANE

[457mm] 0.C : SHEET TO OVERLAY
mm] U.L. METAL CLOSURE

GUTTER BRACKET SUPPORT
AT 12" [305mm] TO
36” [914mm] 0.C. DEPENDING
UPON CONDITIONS

NOTES:

—_

IN CLIMATES WHERE THE WINTER TEMPERATURE REMAINS BELOW FREEZING FOR EXTENDED PERIODS OF

TIME, NRCA SUGGESTS USING BUR—1 AND INTERIOR DRAINS OR THROUGH—CURB SCUPPERS TO DRAIN THE ROOF.
GUTTER BRACKETS ARE RECOMMENDED TO BE AT LEAST ONE GAUGE HEAVIER THAN GUTTER STOCK.

ATTACH WOOD NAILER TO WALL/DECK WITH SUITABLE FASTENERS.

DESIGN GUTTER EXPANSION JOINTS PLACED AT APPROPRIATE INTERVALS COMMENSURATE WITH TYPE OF METAL.
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