UNIT MOUNTING CURB SHEET METAL FLASHING

RECEIVER

SEALING MATERIAL

HIGH—DOMED, CAPPED,
GASKETED FASTENERS
(APPROX. 18” [457mm]
0.C., DEPENDING UPON
WIND ZONE AND LOCAL
CONDITIONS; MINIMUM
TWO FASTENERS PER
SIDE)

WOOD NAILER

[254mm]

NOMINAL
FLASHING
A HEIGHT

10

REMOVABLE SHEET
METAL COUNTERFLASHING

FASTENERS APPROX. 8"
[203mm] O.C.

OPTIONAL: EXTENSION OF
FIELD PLIES ABOVE HEAD

ALTERNATE OF CANT

CURB BEARING

LOCATION FOR // S
// e MULTIPLE-PLY MEMBRANE
7 BASE FLASHING (8"
LOADING g
CONDITIONS / < [203mm] MIN. HEIGHT)
— MECHANICAL UNIT, HOOD, ETC. MULTIPLE—PLY MODIFIED
BASE OF UNIT EXTENDS 1/2” BITUMEN ROOF MEMBRANE
[13mm] MINIMUM BEYOND
TOP OF CURB COVERBOARD INSULATION

HEAVY WEIGHT

SEALING MATERIAL — MUST
] BE CONTINUOUS ON THERMAL INSULATION
N TOP OF THE CURB
= t 1" [25mm] MINIMUM ROOF DECK
BELOW TOP OF CURB
~—— F{ASHING RECEIVER NOTES:
W™= FASTENERS
1. THE CURBS, TOP WOOD NAILER, AND
4 WOOD NAILER SEAL STRIP ARE TO BE SUPPLIED

BY THE CURB MANUFACTURER.
2. ATTACH NAILER TO DECK WITH
SUITABLE FASTENERS.

COUNTERFLASHING WHEN POSSIBLE, THE MECHANICAL UNITS

|

Ve

\ BASE FLASHING ' SHOULD NOT BE SET UNTIL THE ROOF
= MEMBRANE AND FLASHING HAVE BEEN
UNIT MOUNTING CURB INSTALLED.

INSULATION

RAISED CURB DETAIL FOR ROOFTOP AIR HANDLING
UNITS AND DUCTS (PREFABRICATED METAL CURB) MB-14



	Model

