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CONTINUOUS THROUGH-—WALL
FLASHING (BY OTHERS)

.~
‘??‘MWEEP HOLES (BY OTHERS)

///
\TOOLED POLYURETHANE

SEALANT (BY OTHERS)

SHEET METAL REGLET

FASTENERS APPROX. 24”
[610mm] O.C.

3" [76mm] LAP WITH
BEAD OF SEALANT

3" [76mm] LAP AT JOINTS

OPTIONAL: 2" [51mm] WIDE
CLIP APPROX. 30" [762mm] O.C.

REMOVABLE SHEET METAL
COUNTERFLASHING

FASTENERS APPROX. 8”
[203mm] O.C.

VENTED BASE SHEET (DO NOT
ADHERE TO WALL) FASTENED
APPROX. 8” [203mm] O.C.

OPTIONAL: EXTENSION OF FIELD
PLIES ABOVE HEAD OF CANT

MULTIPLE—PLY MEMBRANE
BASE FLASHING (8" [203MM]
MIN. HEIGHT)

MULTIPLE—-PLY MODIFIED
BITUMEN ROOF MEMBRANE

SUITABLE BASE SHEET FASTENERS

Q

LIGHTWEIGHT INSULATING CONCRETE

DECAY RESISTANT WOOD
NOTES: CANT FASTENED TO NAILERS

VENTED GALVANIZED STEEL DECK

THIS DETAIL TO BE USED OVER WET—FILL DECKS (E.G., LIGHTWEIGHT INSULATING CONCRETE, POURED
GYPSUM) OR WHEN REROOFING OVER EXISTING WET—FILL DECKS.

THIS DETAIL SHOULD BE USED ONLY WHERE THE DECK IS SUPPORTED BY THE WALL.

WOOD BLOCKING SHOULD BE SLOTTED FOR VENTING OF WET-FILL DECKS WHERE APPLICABLE.

ATTACH NAILERS TO DECK WITH SUITABLE FASTENERS.

ALL PLIES ARE TO BE SOLIDLY MOPPED TO THE BASE SHEET. CARE SHOULD BE USED NOT TO ADHERE
THE BASE SHEET TO THE WALL.

THE JOINTS IN THE SHEET METAL COUNTERFLASHING SHOULD NOT BE SOLDERED.

SEE TABLE 2 FOR ALTERNATE SHEET METAL COUNTERFLASHING TERMINATIONS.

BASE FLASHING FOR VENTED BASE SHEET MB-6
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