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NOTES:
A. VISIT MB TECHNOLOGY.COM FOR THE MOST CURRENT DETAILS
B. REFER TO PRODUCT DATA SHEETS ON WEB SITE FOR FURTHER INFORMATION
C. PRIME MASONRY CHIMNEY WITH PERM-A-BARRIER® WB PRIMER AS NECESSARY
D. INSTALL THE ICE AND MOISTURE BLOCK IN ORDER AS SHOWN BY NUMBERS
E. APPLY ABEAD OF COMPATIBLE SEALANT ALONG THE TOP TERMINATION EDGE OF ICE AND MOISTURE BLOCK ON CHIMNEY
F. EXTEND ICE AND MOISTURE BLOCK FROM EAVE TO BELOW CHIMNEY AND FROM ABOVE CHIMNEY TO RIDGE
G. INSTALL ICE AND MOISTURE BLOCKTO FORM WATER-SHEDDING LAPS
H. REFER TO NRCA OR SMACNA FOR METAL COUNTERFLASHING AND ROOFING OPTIONS AT CHIMNEY
e~ Drawings: SA108
Bm ROOFING & ¢ :.HU_—,IE M O_I_ _ _/\_ Z m< OO@ Scale: Not to scale
www.mbtechnology.com Effective Date: 2/10/14
Toll free 1-800-621-9281
Supersedes: N/A




